48 ton Mining Dump Truck

New WP10.380 E22 feature WEICHAI latest technology devel-
oped in-line 6 cylinders, intercool turbocharged diesel
engine deliver 380hp.

The only Dump Truck designed and built with three (3) layers chassis frame 8+7+8 add strength

to withstand bending and torsion resistance. It permits to take greater challenge in rough
terrain condition and ready for next level of productivity.
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SBW480W(
DUMP TRUCK

48 TONS HEAVY DUTY OFF ROAD MINING DUVIN.IP”:I'#U X4

WEICHAI

SBW 480 WC
6 X 4 c/w Duble Hub Reduction
Left hand drive - Single passanger.

Weichai Engine WP10.380E22 In-line 6 cylinder c/w Intercool
turbocharged developed fuel efficient and strong torque.

280 kw @ 2,200 rpm (380 hp)
9726 cc
1,600 N.m (1,200 rpm - 1,600 rpm)

FAST 10JSD180T - Manual . 10 Forward & 2 Reverse. Air over
hydraulic power assisted cluth with synchromesh system

Single plate dry diaphragm spring cluth with diameter 430 mm
64 km/hr

30

The construction of three (3) layers chassis frames 8+7+8 add
strength to withstand bending and torsion resistance.

It permits to takes great challenge in rough terrain condition and
ready for next level of productivity.

Leaf spring - 10 pcs

Leaf spring - 12 pcs (9 x 25mm + 3 x 28.5mm)
9.5 ton

18 tonx2

Front - 12,000 / Rear 36,000 kg

17,000 kg
31,000 kg
48,000 kg

5,800 mm (L) x 2,300 mm (W) x 1,500 mm (H)
3,975 mm + 1,400 mm

2,036 mm /1,860 mm

8,050 mm x 2,500 mm x 3,450 mm
12.00-20./8.5-20

Aluminiun fuel tank - 400 liters
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